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SPA LIGHTING DESIGN COMPLIANCE CERTIFICATE

THIS LIGHTING DESIGN COMPLIES GENERALLY WITH THE NOMINATED
CATEGORIES OF AS1158 FOR RATE 1 AND RATE 2 LUMINAIRES.

WORKPLAN NOTES

1.

FOR STANDARD UNDERGROUND DUCT SECTIONS REFER TO UNDERGROUND CONSTRUCTION MANUAL
DRAWING 5168.

POLYMERIC COVER TO BE INSTALLED OVER CONDUITS OUTSIDE NORMAL ERGON ALIGNMENT AS PER ERGON
DRAWING. 5022-1 AND 5124-1 & 2.

3. STANDARD TRENCH ALIGNMENT IS 0.3 TO 0.9 METRES OFF PROPERTY ALIGNMENT SUBJECT TO LOCATION OF
NAME: MICHAEL DAYOT TITLE: SENIOR ELECTRICAL ENGINEER OTHER SERVICES. REFER TO UNDERGROUND CONSTRUCTION MANUAL DRAWING 5163 AND DRAWING 5228
RPEQ: 29435 FOR TRENCHES WITH NBNCo CONDUITS.
LIGHTING CATEGORIES: CATEGORY PR5 4. STREETLIGHT POLE FOOTINGS SHALL BE LOCATED PERPENDICULAR TO THE KERB, AT THE PROLONGATION OF
LOCAL COUNCIL: TOWNSVILLE CITY COUNCIL THE SIDE PROPERTY BOUNDARY, UNLESS DETAILED OTHERWISE. WHERE DIMENSIONS ARE SHOWN, THEY
WARNING: LIVE CABLES LUMINAIRE UPCAST: 0 DEGREES UPCAST ANGLE TAKE PRECEDENCE OVER GRID COORDINATES.
AND EXISTING SERVICES IN MAINTENANCE FACTOR 0.75
THE DESIGN ASSUMES MAINTENANGE FACTORS OF 0.75 FOR MINOR ROAD 5. ALL CONDUITS SHALL BE CONTINUOUS UNLESS DETAILED OTHERWISE.
et ;'SEHTB'ESE%NSNO'T?:EFSSLTQJV?EGRI\C;IQKHEGNHAT,\']'E':(E'STSEESSU“SQ"\&E:\'C/LN,\CA%FHAFCJSTRS 6. FOR STANDARD UDC CONSTRUCTION PRACTICES REFER TO UNDERGROUND CONSTRUCTION MANUAL
00— NECESSARILY BE ADOPTED BY ERGON. DRAWINGS 5022, 5085 AND 5124.
7. MINOR STREETLIGHTS - THE DEVELOPER SHALL SUPPLY AND INSTALL STREETLIGHT BASES. FOUNDATION
o 12 'ﬁ_’t"?ﬁ AS:¢|IT\L|_EBEL§|\§|FI,\JI_AAFS|E;) é; :fl'_ '\B"(E)'\é[: AEE%RY,\?S"F?ECTED AND DEPTH IS 1200mm FOR MINOR STREETLIGHTS. REFER TO LIGHTING CONSTRUCTION MANUAL DRAWING 1-6-4-1 &
=] e MAINTAINED. 2
12508484 3' I\KIESC;ETCATT&NP%’;"C';LgEAE%PSTP%ff‘EMOPFRSET;{Li%TEb'E:EQ;H ALL MAINTAIN 8. THE LIGHTING DESIGN INCLUDES AN ALLOWANCE FOR CONSTRUCTION TOLERANCE OF LIGHT POLES SUCH
~—\\ " SERVIOE AVAILABILITY AT NO LESS THAN 95% THAT ANY STREETLIGHT CAN BE POSITIONED UP TO A MAXIMUM OF +350mm LONGITUDINALLY FROM THE
. , — ' POSITION SHOWN AND UP TO 100mm MAXIMUM FURTHER AWAY FROM KERB EDGE, INCLUDING POLES WITH
: 2 - s SSSR_ - 5.  LUMINAIRES AND LAMPS SHALL BE REPLACED WITH EXACT EQUIVALENTS. GRID COORDINATES, AND STILL MAINTAIN COMPLIANCE.
6 imi\“‘
— == ==
— e ALL LIGHTING CALCULATIONS ARE AVAILABLE UPON REQUEST. 9. CONFIRM ALL CONDUIT AND CABLE LENGTHS PRIOR TO INSTALLATION.
= N\ e - T —
I s s i S FOR LIGHTING ARRANGEMENT, SPACINGS, MOUNTING HEIGHTS, OUTREACH 10. IN ACCORDANCE WITH ELECTRICAL SAFETY ACT, A SAFETY OBSERVER MUST BE PRESENT AT ALL TIMES WHEN
| @ , T 5 = TEA 89— DETAILS AND SIGNIFICANT ROAD FEATURES, REFER TO DRAWING. WORKING IN THE VICINITY OF ENERGISED CABLES. CONTACT ERGON ENERGY ON 131046.
~S
S —
| | / ] @ 11. WHERE SHOWN, 35mm sq ANNEALED BARE Cu EARTH SHALL BE INSTALLED AT BOTTOM OF TRENCH, IN
1 eoaa67 o / | | | NATURAL SOIL, BELOW BEDDING SAND, LOCATED A MINIMUM OF 50mm HORIZONTALLY TOWARDS PROPERTY
[ | | ' BOUNDARY FROM CONDUITS (HV OR LV) INSTALLED ON PROPERTY BOUNDARY SIDE OF TRENCH. COIL 2m OF
WARNING: LIVE CABLES | | l ] | CABLE AT SPECIFIED STATIONS IN THE CONDUIT DUCTING SCHEDULE AND ALL REQUIRED JOINTS FOR
AND EXISTING SERVICES IN | | l , ' CONNECTION BY ELECTRICAL CONTRACTOR. THE USE OF THE EARTH ROD CONNECTOR (U-BOLT, IIN. 0719437 )
AREA. / B | / l | IS NOT ACCEPTABLE FOR CONDUCTOR / CABLE TO CONDUCTOR / CABLE CONNECTIONS. IN ADDITION PARALLEL
v | R l ke | l GROOVE CLAMPS ARE NOT ACCEPTABLE FOR JOINTING OR CONNECTING EARTHS BELOW GROUND LEVEL.
| | w ke l ACCEPTABLE METHODS SHALL BE EITHER A CRIMP LINK OR A 'C' TYPE COMPRESSION CONNECTOR. CRIMP
| f LINKS AND 'C' TYPE COMPRESSION CONNECTORS ARE AVAILABLE FROM ERGON ENERGY STORES IIN. 0157746
| , AND IIN. 2406222 RESPECTIVELY.
[
12. ELECTRONIC CABLE MARKERS (ECM'S) ARE TO BE SUPPLIED BY THE ELECTRICAL CONTRACTOR AND ARE
FUT 98 REQUIRED AT ENDS OF ALL SPARE CONDUITS AND AT ALL CABLE JOINTS. ECM'S SHALL BE PLACED 150mm
| ABOVE THE LINE OF CONDUIT FOR CABLE JOINTS AND 150mm ABOVE THE LINE OF CONDUIT FOR SPARE
T —— CONDUITS. ECM'S ARE RECOVERABLE AND SHALL BE REMOVED AND RETURNED TO THE ELECTRICAL
CONTRACTOR WHEN ALL SPARE CONDUIT ENDS ARE REMOVED FROM A LOCATION.
13. ADDITIONAL CONDUIT BENDS SHALL BE INSTALLED TO ACHIEVE INCREASED BURIAL DEPTH AT ROAD
CROSSINGS. REFER TO UNDERGROUND CONSTRUCTION MANUAL DRAWING 5022.
14. ALL CONTRACTORS MUST CARRY OUT A DIAL BEFORE YOU DIG ENQUIRY BEFORE COMMENCING ANY
EXCAVATION.
LV SCHEMATIC  exsme EXSTING
STATION 21 STATION 22 STATION 58 STATION 59 STATION 60 15. INSTALL PILLAR OFFSET IN ACCORDANCE WITH ERGON DRAWING 5196-2 & DETAIL A.
EXSTING 315 kVA LOT 31/32 LOT 29/30 LOT 63/64 LOT 65/66 LOT 67/68
SUBSTATION 16. CONTRACTOR TO SUPPLY AND INSTALL ENGRAVED LABEL LOCATED ON LIGHTING TERMINAL STATING "LIGHT
STATION 10 4C240 rmm 4C240 mm 4C240 mm FED FROM PILLAR ASSET NUMBER "
(923116)
STATION 55 STATION 56 STATION 57 CONDU |T SCHEMATIC
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£ £ £ g CONDUITS SHOWN ARE INDICATIVE ONLY. DO NOT USE AS REFERENCE FOR
= = = = CONDUIT LAYING. REFER TO CONDUIT SCHEDULE FOR STATION TO STATION
O O O O DETAILS AND CONDUIT BEND INFORMATION. REFER TO SITE PLAN AND
~ ~ ~ ~ WORKPLAN NOTES FOR TRENCH SECTION DETAILS.
AS CONSTRUCTED
CIVIL INSTALLERS NOTE:
EACH PILLAR REQUIRES 2 x 50mm LEAD IN CONDUITS. BENDS TO BE INSTALLED
AS PER ERGON STANDARD DRAWINGS. ON COMPLETION, MARK UP THIS PRINT
CLEARLY WITH ALL FINAL CHANGES AND
o o o LOCALITY PLAN RETURN TO PROJECT MANAGER
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O § (IT) 5 U) 5 & © U) 5 Rev Date NAME HAZELEC
2w i o wa n 0 wa SOLE SIGNATURE: PAUL LANGTREE
STNNO | SITELABEL | , ~O'C | SETTING | ACTION | CONSTRUCTION CLASS | CONSTRUCTION CopE | DRANING | POSIION REMARKS _
LV LABELLING DETAIL FOR 315KVA SUBSTATION DEPTH DATE:_21/8/24
STN 10 (923116) N.T.S INSTALL - ERGON ENERGY TO INSTALL LV CIVIL CONTRACTOR
+ LV FUSE SWITCHES ARE SUITABLE FOR TERMINATION OF 2 x 10 923116 ERGON | LV CABLE TERMINATION LV CT PM11/240 5087 CABLE TEE_II\_/I,\IJN%T_:%NSEOR CABLE
300mm CABLES PER PHASE. . NAME: BMD URBAN PTYLTD
* ALTERNATOR CONNECTION POINT PROVIDED ON LV BUS BARS. INSTALL plEﬁf\?-'rghiEm I-:—\IOTLIj'IDSG §¢AD§E SIGNATURE: RICHARD SMITH
22 12508462 ERGON PILLAR UPGRADE LV PNU1-2/240/N 5074 AND TERMINATE CABLE FROM :
STN 22 TO 58. DATE:_19/6/24
CLIENT: LEGEND CABLE EXISTING D SUBSTATION [] COMMERCIAL/ INDUSTRIAL PILLAR | DrawingTitle Date OCTOBER 2022
Urbex 118 Pty Ltd ¢4¢¢  ZEROLOT BOUNDARY
______ CABLE PLANNED \/ HV ISOLATING DEVICE [ DISTRIBUTION CABINET BLUEWATTLE-PRECINCT 1-STAGE 2 Scale 1:500@A1
-I;SVS;XS\S/?SEE Qld. 4810 Simon Perkins & Associates HV DUCT UDC UG ELECTR'CAL RETICULATION Drawn SW
Ph 07 4750 7007 Fax consulting engineers wouer CABLE RECOVER | LVISOLATING DEVICE <Xt STREETLIGHT SITE PLAN, ERGON WORKS SCHEDULE ~ [RPEQDesign Certation [
CIVIL ENGINEER
. ) . EQUIPMENT EXISTING O
B 21/8/24 AS CONSTRUCTED SW Empower Englneers & PI’OjeCt Managers (Townswlle) Tel: (07) 4032 3311 Fax: (07) 4032 5633 LIGHTING DUCT D NORMAL PILLAR _"| EARTH AND SCHEMATICS Sheet 10F 2 /
PO Box 664 North Caims QLD 4870 - EQUIPMENT RECOVER 0 CROSS ROAD PILLAR @® POLE Project Description ERGON Project Number | SPA Drawing Number| Revision
A |2/8/23 FOR CONSTRUCTION SW 'I;SVS;XSS(I)I?EE Qld. 4810 Email Address - admin@spaconsulting.comau | _ _ 35mm sq ANNEALED EQUIPMENT PLANNED BLUEWATTLE ESTATE
Code Date Description Revised |Code Date Description Revised | Ph 07 4750 7(')00 Fax A business unit of SPA Consulting Engineers (QLD) Pty Ltd a.b.n. 91010 844 416 BARE COPPER EARTH B LINKING PILLAR 3 CABLE JOINT RASMUSSEN 1 794631 3662_E01 B
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20423 CONDUIT DUCTING SCHEDULE DT10612623 CONSTRUCTION SCHEDULE
STN STN ACTION CONSTRUCTION CODE LENGTH (m) LEerg'TOHfS/ BENDS REMARKS STNNO | SITE LABEL POLE SEPSTI_IEIG ACTION | CONSTRUCTION CLASS | CONSTRUCTION CODE | DRAWING | POSITION REMARKS
FROM TO DRUM (Degrees/ Radius(mm) x No.) ALIGNMENT | "oty NUMBER ON POLE
55 56 | INSTALL - CIVIL C100L 27 4.5 45/1200x2 10 923116 EXISTING EARTH
COIL 2M OF CABLE AT STN INSTALL ERGON ENERGY TO INSTALL LV
35mm2 ANNEALED BARE Cu 55 FOR CONNECTION BY BY 10 923116 ERGON | LV CABLE TERMINATION LV CT PM11/240 5087 CABLE TERMINATION FOR CABLE
56 55 | INSTALL - CIVIL EARTH 29 0.1 ELECTRICAL CONTRACTOR. STN 10 TO 55.
LETAR\/EEN /éL I?A?I'TST'I?\IMSgF I 023116 ExISTING |  SUBSTATION INC HV
SWITCHGEAR
56 57 | INSTALL - CIVIL C100L 25 4.2 45/1200x2 1 12508461 EXISTING PILLAR
57 214 | INSTALL - CIVIL C50H 17 4.3 90/300x1 CAP CONDUIT AT STN 214. > 12508462 EXISTING PILLAR
57 214 | INSTALL - CIVIL C100L 17 2.8 45/1200x1 CAP CONDUIT AT STN 214, ERGON ENERGY TO UPGRADE
58 59 | INSTALL - CIVIL c100L 30 5.0 45/1200x2 INSTALL - i PILLAR TO 2-WAY IN THIS STAGE
22 12508462 ERGON PILLAR UPGRADE LV PNU1-2/240/N 5074 AND TERMINATE CABLE EROM
COIL 2M OF CABLE AT STN STN 22 TO 58.
60 FOR CONNECTION BY BY
58 60 | INSTALL-CIviL | 3°Mm2 ANEE\Q'}EHD BARE Cu 57 0.2 ELECTRICAL CONTRACTOR. 55 12508547 INSTALL EARTH E MEN/PIL 5085
LEAVE AT BOTTOM OF 55 12508547 INSTALL PILLAR LV PN2/6/2401l/N 5026
TRENCH AT STN 58 INSTALL PILLAR OFFSET TOWARD
59 60 INSTALL - CIVIL C100L 25 4.2 45/1200x2 56 12508548 INSTALL PILLAR LV PN2/6S/2401/N 5026 LOT 60. REFER TO NOTE 15.
60 213 INSTALL - CIVIL C100L 15 25 45/1200x1 CAP CONDUIT AT STN 213 57 12508549 INSTALL EARTH E MEN/PIL 5085
LOCATE EXISTING CAPPED UPGRADE PILLAR TO 2-WAY IN
211 58 | INSTALL - CIVIL C100L 18 3.0 45/1200x1 CONDUIT AT STN 211 AND 7 12508549 INSTALL PILLAR LV PN1/6S/2401/N 5025 FUTURE
CONNECT TO NEW
58 12508550 INSTALL PILLAR LV PN2/6/2401/N 5026
LOCATE EXISTING CAPPED INSTALL PILLAR OFFSET TOWARD
212 55 | INSTALL - CIVIL C100L 18 3.0 45/1200x1 CONDUIT AT STN 212 AND
DT AT STN 212 59 12508551 INSTALL PILLAR LV PN2/6/2401/N 5026 | OT 65. REFER TO NOTE 15,
COIL 2M OF CABLE AT STN 60 12508552 INSTALL EARTH E MEN/PIL 5085
57 FOR CONNECTION BY BY PILLAR TO BE UPGRADED TO
214 57 | INSTALL-CiviL | 39mm2 ANNEALED BARE Cu 19 0.1 ELECTRICAL CONTRACTOR. 60 12508552 INSTALL PILLAR LV PN1/6/2401/N 5025 2WAY IN FUTURE
LEAVE AT BOTTOM OF
TRENCH AT STN 214 115 12508484 EXISTING POLE
0.8M FROM INSTALL LIGHT POLE OFFSET
134 12508553 BACK OF INSTALL POLE SL BPM/75/1 15 CI 1-6-4-1& 2 0.5M TOWARD LOT 61 TO AVOID
KERB DRIVEWAY. REFER TO NOTE 16.
e PUBLIC LIGHTING SCHEDULE
CONSTRUCTION MOUNTING
STN NO SITE LABEL ACTION RATE TARIFF OWNER REMARKS
CODE HEIGHT (m) pRg UNDERGROUND CABLE SCHEDULE
115 12508484 | EXISTING
FSRTNM STTN ACTION | VOLTAGE CONSTRSET'ON LRI)E?\lm:I'EI LICE?.\\IBL'I'EH REMARKS
134 12508553 | INSTALL | SLED SY 0137 N | RATE2 TCC 75 O O co G G
COIL CABLE STN 10 FOR FINAL
10 55 | INSTALL 415V LVI-240C4/1611 97 109 TERMINATION BY ERGON
ENERGY
COIL CABLE AT STN 22 FOR FINAL
22 58 | INSTALL 415V LVI-240C4/1611 64 68 TERMINATION BY ERGON
ENERGY.
55 56 | INSTALL 415V LVI-240C4/1611 27 31
56 57 | INSTALL 415V LVI-240C4/1611 25 29
56 134 | INSTALL 240V LVI-4CU2NS/1671 16 21
58 59 | INSTALL 415V LVI-240C4/1611 30 34
> > 59 60 | INSTALL 415V LVI-240C4/1611 25 29
%c PILLAR CENTERED & PILLAR OFFSET FROM
2| ON BOUNDARY S| BOUNDARY
o 3
m M
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0 FRONT PROPERTY BOUNDARY G| FRONT PROPERTY BOUNDARY
| % | | | AS CONSTRUCTED
| . 7 |
| 7440074 ERGON [ 400"/ | | ,4007/ ERGON [ /400"/ | ON COMPLETION, MARK UP THIS PRINT
|- 10000 /7| PILLAR =777 o000 | | 10000~ 77 PILLAR =77 1000 | CLEARLY WITH ALL FINAL CHANGES AND
| 7o = B =| RETURN TO PROJECT MANAGER
| EXCLUSION | | T |
/ ZONE 7 EXCLUSION 7 CHANGES: YES(NO)
/ , J \ //ZONE
ELECTRICAL CONTRACTOR
\ / \ /
\ / \ / NAME: HAZELEC
N y / N\ o p / SIGNATURE: PAUL LANGTREE
~ _ - ~ -
S R - -~ e _— DATE: _21/8/24
¢ ¢ CIVIL CONTRACTOR
DETAIL: PILLAR LOCATION CLEARANCE FROM LOT ACCESS NAME: BMD URBAN PTYLTD
e PILLAR TO BE INSTALLED AS SHOWN WHERE REQUIRED TO AVOID DRIVEWAY '
ACCESS. SIGNATURE: RICHARD SMITH
e EDGE OF PILLAR CANNOT BE LOCATED MORE THAN 100mm FROM PROPERTY
e BOUNDARY PEG. DATE:_19/6/24
e DRIVEWAY ACCESS TO LOTS CANNOT BE LOCATED WITHIN 1m OF THE EDGE
e OF PILLAR, AS SHOWN.
CLIENT: LEGEND CABLE EXISTING [] SUBSTATION [] COMMERCIAL/ INDUSTRIAL PILLAR | DrawingTitle Date OCTOBER 2022
Urbex 118 Pty Ltd ¢4¢¢  ZEROLOT BOUNDARY
—————— CABLE PLANNED \ HV ISOLATING DEVICE [zl DISTRIBUTION CABINET BLUEWATTLE-PRECINCT 1-STAGE 2A Scale NTS
-Fngsﬁ)(S\G/?l?l_gE Qld. 4810 Simon Perkins & Associates HV DUCT UDC UG ELECTR'CAL RETICULATION Drawn SW
Ph 07 4750 7007 Fax consulting engineers LvpucT CABLE RECOVER | LVISOLATING DEVICE =3 STREETLIGHT SCHEDULES e pesign Certication //XGD(LN
CIVIL ENGINEER
. . . EQUIPMENT EXISTING 1%
B |21/8/24 | AS CONSTRUCTED SW Empower Engineers & Project Managers (Townsille) Tel: (07) 4032 3311 Fax: (07) 4032 5633 LIGHTING DUCT [0 NORMAL PILLAR —]Il EARTH Sheet »OF 2 /
PO Box 664 North Cairns QLD 4870 - EQUIPMENT RECOVER POLE Project Description - : i
SW 0 CROSS ROAD PILLAR ® ERGON Project Number | SPA Drawing Number| Revision
A |2/8/23 FOR CONSTRUCTION ?8 Vs;xs 3?855 o 4810 Email Address - admin@spaconsultng.comau | _ 35mm sq ANNEALED EOUIPMENT PLANNED BLUEWATTLE ESTATE,
Code Date Description Revised |Code Date Description Revised | Ph 07 4750 7000 Fax Abusiness unit of SPA Consulting Engineers (QLD) Pty Ltd a.b.n. 91010 844 416 BARE COPPER EARTH B LINKING PILLAR 3 CABLE JOINT RASMUSSEN 1 794631 3662_E02 B
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